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In Situ Solidification/Stabilization Results Dashboard, Area 4 (Leaching Batch 9)
Quanta Resources Corporation Superfund Site, OU1
Data through:

Cement Slag
NT‐41 25‐Mar‐20 249 2% 6% 515 4.4E‐07
NT‐41 26‐Mar‐20 317 2% 6% 535 5.5E‐07
NT‐42 14‐Aug‐20 372 4% 6% 60 2.7E‐07
NT‐42 30‐Sep‐20 300 4% 6% 105 5.4E‐07
4‐1 2‐Oct‐20 341 2% 6% 40 9.8E‐07
4‐1 8‐Oct‐20 142 2% 6% 125 2.6E‐07
4‐1 20‐Oct‐20 138 2% 6% 195
4‐1 22‐Oct‐20 164 2% 6% 215
4‐1 26‐Oct‐20 328 2% 6% 260
4‐1 27‐Oct‐20 273 2% 6% 340
4‐1 28‐Oct‐20 420 2% 6% 295
4‐1 30‐Oct‐20 162 2% 6% 490
4‐1 31‐Oct‐20 201 2% 6% 185

Total CY Mixed: 3405

Site Constituent
1 Arsenic 
2 Benzene
3 Toluene
4 Ethylbenzene
5 Total Xylenes
6 Naphthalene
7 Acenaphthene 
8 Acenaphthylene 
9 Anthracene 
10 Benzo(a)anthracene 
11 Benzo(a)pyrene 
12 Benzo(b)fluoranthene 
13 Benzo(g,h,i)perylene 
14 Benzo(k)fluoranthene 
15 Chrysene 
16 Dibenz(a,h)anthracene 
17 Fluoranthene 
18 Fluorene 
19 Indeno(1,2,3‐cd)pyrene 
20 Phenanthrene 
21 Pyrene 

Constituents Passing

Permeability 
(≤1E‐6 cm/s)

Leaching Reduction by Constituent

UCS 
(≥40 psi)
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In Situ Solidification/Stabilization Results Dashboard, NT‐51 and Tent 5‐2 (Leaching Batch 10)
Quanta Resources Corporation Superfund Site, OU1
Data through:

Cement Slag
NT‐51 17‐Aug‐20 273 4% 6% 300 1.1E‐07
NT‐51 18‐Aug‐20 169 4% 6% 295 1.2E‐07
NT‐51 20‐Aug‐20 314 4% 6% 370 6.1E‐07
NT‐51 21‐Aug‐20 198 4% 6% 150 1.6E‐07
NT‐51 24‐Aug‐20 267 4% 6% 45 1.1E‐07
5‐2 16‐Sep‐20 224 2% 6% 210 5.4E‐07
5‐2 17‐Sep‐20 170 2% 6% 470 4.6E‐07
5‐2 18‐Sep‐20 281 2% 6% 470 2.6E‐07
5‐2 19‐Sep‐20 171 2% 6% 575 1.6E‐07
5‐2 23‐Sep‐20 407 2% 6% 225 2.9E‐07
5‐2 24‐Sep‐20 327 2% 6% 385 1.3E‐07
5‐2 25‐Sep‐20 278 2% 6% 495 1.4E‐07
5‐2 28‐Sep‐20 300 2% 6% 490 1.5E‐07
5‐2 29‐Sep‐20 173 2% 6% 275 2.3E‐07

Total CY Mixed: 3551

Leaching Reduction by Constituent
1 Arsenic 
2 Benzene
3 Toluene
4 Ethylbenzene
5 Total Xylenes
6 Naphthalene
7 Acenaphthene 
8 Acenaphthylene 
9 Anthracene 
10 Benzo(a)anthracene 
11 Benzo(a)pyrene 
12 Benzo(b)fluoranthene 
13 Benzo(g,h,i)perylene 
14 Benzo(k)fluoranthene 
15 Chrysene 
16 Dibenz(a,h)anthracene 
17 Fluoranthene 
18 Fluorene 
19 Indeno(1,2,3‐cd)pyrene 
20 Phenanthrene 
21 Pyrene 

Constituents Passing

12/2/2020

Area Date
Volume 
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In Situ Solidification/Stabilization Results Dashboard, Tent 5‐1 (Leaching Batch 10)
Quanta Resources Corporation Superfund Site, OU1
Data through:

Cement Slag
5‐1 17‐Jun‐20 273 2% 6% 400 1.7E‐07
5‐1 29‐Jun‐20 169 2% 6% 520 1.3E‐07
5‐1 30‐Jun‐20 314 2% 6% 370 2.5E‐07
5‐1 2‐Jul‐20 198 2% 6% 110 6.1E‐07
5‐1 6‐Jul‐20 267 2% 6% 380 2.7E‐07
5‐1 7‐Jul‐20 252 2% 6% 355 1.8E‐07
5‐1 8‐Jul‐20 427 2% 6% 365 2.0E‐07
5‐1 9‐Jul‐20 423 2% 6% 660 4.6E‐07
5‐1 13‐Jul‐20 122 2% 6% 610 1.5E‐07
5‐1 14‐Jul‐20 398 2% 6% 815 1.5E‐07
5‐1 15‐Jul‐20 155 2% 6% 585 1.6E‐07
5‐1 17‐Jul‐20 422 2% 6% 610 1.4E‐07
5‐1 21‐Jul‐20 314 2% 6% 590 1.4E‐07
5‐1 23‐Jul‐20 331 4% 6% 335 1.2E‐07
5‐1 24‐Jul‐20 142 2% 6% 380
5‐1 28‐Jul‐20 276 4% 6% 485 7.6E‐08
5‐1 29‐Jul‐20 260 4% 6% 395 5.1E‐07
5‐1 30‐Jul‐20 328 2% 6% 230 1.2E‐07
5‐1 3‐Aug‐20 231 2% 6% 460 8.9E‐08
5‐1 5‐Aug‐20 337 2% 6% 195 1.6E‐07

Total CY Mixed: 5640

Leaching Reduction by Constituent
Site Constituent Site Constituent

1 Arsenic  12 Benzo(b)fluoranthene 
2 Benzene 13 Benzo(g,h,i)perylene 
3 Toluene 14 Benzo(k)fluoranthene 
4 Ethylbenzene 15 Chrysene 
5 Total Xylenes 16 Dibenz(a,h)anthracene 
6 Naphthalene 17 Fluoranthene 
7 Acenaphthene  18 Fluorene 
8 Acenaphthylene  19 Indeno(1,2,3‐cd)pyrene 
9 Anthracene  20 Phenanthrene 
10 Benzo(a)anthracene  21 Pyrene 
11 Benzo(a)pyrene 
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In Situ Solidification/Stabilization Results Dashboard, NT‐51 and Tent 5‐2 (Leaching Batch 10)
Quanta Resources Corporation Superfund Site, OU1
Data through:

Cement Slag
5‐2 1‐Oct‐20 318 2% 6% 270 2.3E‐07
5‐2 5‐Oct‐20 363 2% 6% 215 2.9E‐07
5‐2 6‐Oct‐20 452 2% 6% 215 1.9E‐07
5‐2 13‐Oct‐20 314 2% 6% 200 2.3E‐07
5‐2 15‐Oct‐20 247 2% 6% 100 1.4E‐07
5‐2 16‐Oct‐20 314 2% 6% 410 1.4E‐07
5‐2 17‐Oct‐20 324 2% 6% 295 2.4E‐07
5‐2 19‐Oct‐20 321 2% 6% 130
5‐2 20‐Oct‐20 330 2% 6% 245
5‐2 21‐Oct‐20 319 2% 6% 75
5‐2 26‐Oct‐20 324 2% 6% 150
5‐2 27‐Oct‐20 325 2% 6% 105
5‐2 28‐Oct‐20 318 2% 6% 245
5‐2 29‐Oct‐20 308 2% 6% 235
5‐2 30‐Oct‐20 299 2% 6% 130
5‐2 31‐Oct‐20 201 2% 6% 215
5‐2 2‐Nov‐20 188 2% 6% 245
5‐2 3‐Nov‐20 240 2% 6%
5‐2 4‐Nov‐20 323 2% 6%

Total CY Mixed: 5828

Site Constituent Site Constituent
1 Arsenic  12 Benzo(b)fluoranthene 
2 Benzene 13 Benzo(g,h,i)perylene 
3 Toluene 14 Benzo(k)fluoranthene 
4 Ethylbenzene 15 Chrysene 
5 Total Xylenes 16 Dibenz(a,h)anthracene 
6 Naphthalene 17 Fluoranthene 
7 Acenaphthene  18 Fluorene 
8 Acenaphthylene  19 Indeno(1,2,3‐cd)pyrene 
9 Anthracene  20 Phenanthrene 
10 Benzo(a)anthracene  21 Pyrene 
11 Benzo(a)pyrene 

Constituents Passing

UCS 
(≥40 psi)
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In Situ Solidification/Stabilization Results Dashboard, Tent 7‐4 (Leaching Batch 11)
Quanta Resources Corporation Superfund Site, OU1
Data through:

Cement Slag
7‐4 2‐Sep‐20 182 2% 6% 420 2.1E‐07
7‐4 8‐Sep‐20 183 2% 6% 145 2.6E‐07
7‐4 9‐Sep‐20 236 2% 6% 340 2.5E‐07
7‐4 11‐Sep‐20 180 2% 6% 675 2.0E‐07
7‐4 16‐Sep‐20 253 2% 6% 365
7‐4 17‐Sep‐20 225 2% 6% 395
7‐4 19‐Sep‐20 221 2% 6% 430
7‐4 22‐Sep‐20 341 2% 6% 350
7‐4 23‐Sep‐20 429 2% 6% 495

Total CY Mixed: 2250

Leaching Reduction by Constituent
1 Arsenic 
2 Benzene
3 Toluene
4 Ethylbenzene
5 Total Xylenes
6 Naphthalene
7 Acenaphthene 
8 Acenaphthylene 
9 Anthracene 
10 Benzo(a)anthracene 
11 Benzo(a)pyrene 
12 Benzo(b)fluoranthene 
13 Benzo(g,h,i)perylene 
14 Benzo(k)fluoranthene 
15 Chrysene 
16 Dibenz(a,h)anthracene 
17 Fluoranthene 
18 Fluorene 
19 Indeno(1,2,3‐cd)pyrene 
20 Phenanthrene 
21 Pyrene 

Constituents Passing

Permeability 
(≤1E‐6 cm/s)

UCS 
(≥40 psi)
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In Situ Solidification/Stabilization Results Dashboard, Tent 3‐1 (Leaching Batch 5)
Quanta Resources Corporation Superfund Site, OU1
Data through:

Cement Slag
3‐1 10‐Jun‐19 288 2% 6% 710 2.40E‐07
3‐1 19‐Jun‐19 167 2% 6% 545 8.20E‐08
3‐1 20‐Jun‐19 166 2% 6% 610 7.30E‐08
3‐1 21‐Jun‐19 280 2% 6% 580 4.10E‐07
3‐1 24‐Jun‐19 147 2% 6% 1070 1.10E‐07
3‐1 27‐Jun‐19 343 2% 6% 655 1.70E‐08
3‐1 2‐Jul‐19 343 2% 6% 960 2.30E‐07
3‐1 8‐Jul‐19 342 2% 6% 1000 2.00E‐07

Total CY Mixed: 2076

Site Constituent
1 Arsenic 
2 Benzene
3 Toluene
4 Ethylbenzene
5 Total Xylenes
6 Naphthalene
7 Acenaphthene 
8 Acenaphthylene 
9 Anthracene  <1% tPAH
10 Benzo(a)anthracene  <1% tPAH
11 Benzo(a)pyrene  <1% tPAH
12 Benzo(b)fluoranthene  <1% tPAH
13 Benzo(g,h,i)perylene  Not detected
14 Benzo(k)fluoranthene  <1% tPAH
15 Chrysene  <1% tPAH
16 Dibenz(a,h)anthracene  Not detected
17 Fluoranthene  <1% tPAH
18 Fluorene 
19 Indeno(1,2,3‐cd)pyrene  Not detected
20 Phenanthrene 
21 Pyrene  <1% tPAH

Constituents Passing

Leaching Reduction by Constituent
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In Situ Solidification/Stabilization Results Dashboard, Tent 3‐2 (Leaching Batch 5)
Quanta Resources Corporation Superfund Site, OU1
Data through:

Cement Slag
3‐2 10‐Sep‐19 179 2% 6% 470 2.50E‐07
3‐2 11‐Sep‐19 339 2% 6% 65 2.30E‐07
3‐2 12‐Sep‐19 293 2% 6% 550 3.40E‐07
3‐2 13‐Sep‐19 182 2% 6% 490 5.70E‐08
3‐2 17‐Sep‐19 343 2% 6% 465 2.10E‐07
3‐2 23‐Sep‐19 342 2% 6% 330 2.00E‐07
3‐2 24‐Sep‐19 329 2% 6% 405 1.20E‐07
3‐2 25‐Sep‐19 328 2% 6% 690 2.30E‐07
3‐2 27‐Sep‐19 414 2% 6% 485 1.60E‐07
3‐2 30‐Sep‐19 304 2% 6% 830 2.90E‐07
3‐2 1‐Oct‐19 348 2% 6% 615 2.90E‐07
3‐2 2‐Oct‐19 355 2% 6% 775 2.40E‐07
3‐2 9‐Oct‐19 306 2% 6% 270 2.70E‐07
3‐2 11‐Oct‐19 320 2% 6% 80 2.60E‐07
3‐2 14‐Oct‐19 71 2% 6% 200 2.90E‐07
3‐2 17‐Oct‐19 301 2% 6% 145 9.00E‐07
3‐2 22‐Oct‐19 320 2% 6% 440 2.30E‐07
3‐2 29‐Oct‐19 273 2% 6% 130 2.90E‐07
3‐2 7‐Nov‐19 261 2% 6% 560 3.60E‐07
3‐2 12‐Nov‐19 327 2% 6% 510 2.10E‐07
3‐2 13‐Nov‐19 104 2% 6% 530 3.00E‐07
3‐2 15‐Nov‐19 203 2% 6% 205 3.90E‐07
3‐2 21‐Nov‐19 319 2% 6% 335 4.30E‐07
3‐2 22‐Nov‐19 90 2% 6% 615 6.30E‐07
3‐2 26‐Nov‐19 317 2% 6% 115 2.20E‐07

Total CY Mixed: 6968

Site Constituent 11‐Oct‐19 Site Constituent 11‐Oct‐19
1 Arsenic  98% 12 Benzo(b)fluoranthene  NE
2 Benzene 80% 13 Benzo(g,h,i)perylene  NE
3 Toluene 82% 14 Benzo(k)fluoranthene  NE
4 Ethylbenzene 80% 15 Chrysene  NE
5 Total Xylenes 78% 16 Dibenz(a,h)anthracene  NE
6 Naphthalene 0% 17 Fluoranthene  0%
7 Acenaphthene  5% 18 Fluorene  1%
8 Acenaphthylene  NE 19 Indeno(1,2,3‐cd)pyrene  NE
9 Anthracene  0% 20 Phenanthrene  0%
10 Benzo(a)anthracene  NE 21 Pyrene  0%
11 Benzo(a)pyrene  NE

Constituents Passing N/A Extra Sample
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Mixed under Tent 3‐2



In Situ Solidification/Stabilization Results Dashboard, Tents 3‐3 and 3‐4 (Leaching Batch 5)
Quanta Resources Corporation Superfund Site, OU1
Data through:

Cement Slag
3‐3 25‐Feb‐20 313 2% 6% 620 5.90E‐07
3‐3 26‐Feb‐20 327 2% 6% 455 1.80E‐07
3‐3 27‐Feb‐20 173 2% 6% 635 2.90E‐07
3‐3 2‐Mar‐20 173 2% 6% 730 2.60E‐07
3‐3 3‐Mar‐20 210 2% 6% 410 2.00E‐07
3‐3 5‐Mar‐20 173 2% 6% 415 4.70E‐07
3‐3 6‐Mar‐20 36 2% 6% 495 2.00E‐07
3‐3 10‐Mar‐20 323 2% 6% 475 3.70E‐07
3‐3 11‐Mar‐20 173 2% 6% 570 1.40E‐07
3‐3 12‐Mar‐20 152 2% 6% 490 5.00E‐07
3‐3 13‐Mar‐20 173 2% 6% 515 2.70E‐07
3‐3 17‐Mar‐20 327 2% 6% 735 4.80E‐07
3‐3 18‐Mar‐20 125 2% 6% 775 5.60E‐07
3‐4 12‐May‐20 686 2% 6% 515 1.50E‐07
3‐4 14‐May‐20 610 2% 6% 735 2.50E‐07
3‐4 15‐May‐20 531 2% 6% 615 1.70E‐07
3‐4 18‐May‐20 347 2% 6% 710 2.20E‐07

Total CY Mixed: 4855

Site Constituent Site Constituent
1 Arsenic  12 Benzo(b)fluoranthene 
2 Benzene 13 Benzo(g,h,i)perylene 
3 Toluene 14 Benzo(k)fluoranthene 
4 Ethylbenzene 15 Chrysene 
5 Total Xylenes 16 Dibenz(a,h)anthracene 
6 Naphthalene 17 Fluoranthene 
7 Acenaphthene  18 Fluorene 
8 Acenaphthylene  19 Indeno(1,2,3‐cd)pyrene 
9 Anthracene  20 Phenanthrene 
10 Benzo(a)anthracene  21 Pyrene 
11 Benzo(a)pyrene 

Constituents Passing

Permeability 
(≤1E‐6 cm/s)

Leaching Reduction by Constituent

UCS 
(≥40 psi)

12/2/2020
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Note: Mixed areas awaiting EPA inspection indicated with blue shading. Green cells 
are mixed and have been inspected. Yellow cells were previously mixed during the 
ISS Field Demonstration.

Leaching Sample on February 27 Held; See 
Tent 3‐1 Dashboard for Batch 5 Leaching 
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In Situ Solidification/Stabilization Results Dashboard, NT‐31, 32, 33 (Leaching Batch 5)
Quanta Resources Corporation Superfund Site, OU1
Data through:

Cement Slag
NT‐33 25‐Feb‐20 39 2% 6% 555 1.80E‐07
NT‐32 26‐Feb‐20 131 2% 6% 350 1.80E‐07
NT‐32 27‐Feb‐20 269 2% 6% 515 1.60E‐07
NT‐32 28‐Feb‐20 258 2% 6% 380 1.30E‐07
NT‐32 2‐Mar‐20 291 2% 6% 590 2.30E‐07
NT‐32 3‐Mar‐20 66 2% 6% 405 1.80E‐07
NT‐31 4‐Mar‐20 367 2% 6% 605 2.30E‐07
NT‐31 5‐Mar‐20 166 2% 6% 490 2.30E‐07
NT‐31 6‐Mar‐20 167 2% 6% 505 1.60E‐07
NT‐31 9‐Mar‐20 151 2% 6% 600 2.50E‐07
NT‐31 10‐Mar‐20 333 2% 6% 680 1.40E‐07
NT‐31 11‐Mar‐20 167 2% 6% 505 2.90E‐07
NT‐31 12‐Mar‐20 303 2% 6% 480 4.80E‐07
NT‐31 17‐Mar‐20 173 2% 6% 515 9.10E‐07
NT‐31 24‐Mar‐20 333 2% 6% 500 2.10E‐07

Total CY Mixed: 3215

Site Constituent
1 Arsenic 
2 Benzene
3 Toluene
4 Ethylbenzene
5 Total Xylenes
6 Naphthalene
7 Acenaphthene 
8 Acenaphthylene 
9 Anthracene 
10 Benzo(a)anthracene 
11 Benzo(a)pyrene 
12 Benzo(b)fluoranthene 
13 Benzo(g,h,i)perylene 
14 Benzo(k)fluoranthene 
15 Chrysene 
16 Dibenz(a,h)anthracene 
17 Fluoranthene 
18 Fluorene 
19 Indeno(1,2,3‐cd)pyrene 
20 Phenanthrene 
21 Pyrene 

Constituents Passing

UCS 
(≥40 psi)

12/2/2020

Area Date
Volume 
(CY)

Mix Design Permeability 
(≤1E‐6 cm/s)
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Note: Mixed areas awaiting EPA inspection indicated with blue shading. Green cells 
are mixed and have been inspected. Yellow cells were previously mixed during the 
ISS Field Demonstration.

Mixed Outside Tent, Area 3



In Situ Solidification/Stabilization Results Dashboard, Tent 7‐1 (Leaching Batch 6)
Quanta Resources Corporation Superfund Site, OU1
Data through:

Cement Slag
7‐1 24‐Jul‐19 536 2% 6% 225 3.3E‐07
7‐1 5‐Aug‐19 494 2% 6% 425 1.1E‐07
7‐1 6‐Aug‐19 488 2% 6% 520 4.3E‐07
7‐1 8‐Aug‐19 468 2% 6% 425 1.3E‐07
7‐1 13‐Aug‐19 502 2% 6% 435 2.4E‐07
7‐1 14‐Aug‐19 524 2% 6% 435 1.1E‐07
7‐1 21‐Aug‐19 354 2% 6% 240 1.9E‐07
7‐1 23‐Aug‐19 323 2% 6% 295 3.3E‐07
7‐1 27‐Aug‐19 291 2% 6% 495 2.5E‐07
7‐1 29‐Aug‐19 298 2% 6% 90 3.7E‐07
7‐1 4‐Sep‐19 335 2% 6% 560 4.1E‐07
7‐1 5‐Sep‐19 282 2% 6% 530 1.9E‐07
7‐1 1‐Oct‐19 457 2% 6% 285 2.0E‐07
7‐1 3‐Oct‐19 246 2% 6% 370 2.8E‐07
7‐1 23‐Oct‐19 596 2% 6% 415 3.8E‐07
7‐1 24‐Oct‐19 290 2% 6% 140 2.6E‐07
7‐1 25‐Oct‐19 308 2% 6% 170 5.6E‐07
7‐1 29‐Oct‐19 296 2% 6% 130 2.9E‐07
7‐1 4‐Nov‐19 260 2% 6% 455 3.0E‐07
7‐1 5‐Nov‐19 268 2% 6% 480 4.5E‐07
7‐1 6‐Nov‐19 159 2% 6% 400 4.2E‐07
7‐1 7‐Nov‐19 262 2% 6% 560 4.1E‐07
7‐1 8‐Nov‐19 276 2% 6% 230 2.7E‐07

Total CY Mixed: 8311

Leaching Reduction by Constituent 23‐Oct‐19
1 Arsenic 
2 Benzene
3 Toluene
4 Ethylbenzene
5 Total Xylenes
6 Naphthalene
7 Acenaphthene 
8 Acenaphthylene 
9 Anthracene 
10 Benzo(a)anthracene 
11 Benzo(a)pyrene 
12 Benzo(b)fluoranthene 
13 Benzo(g,h,i)perylene 
14 Benzo(k)fluoranthene 
15 Chrysene 
16 Dibenz(a,h)anthracene 
17 Fluoranthene 
18 Fluorene 
19 Indeno(1,2,3‐cd)pyrene 
20 Phenanthrene 
21 Pyrene 

Constituents Passing
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Note: Mixed areas awaiting 
EPA inspection indicated with 
blue shading. Green cells are 
mixed and have been 

HELD SAMPLE; 
See August 8 
results for 
Batch 6

Leaching calculations for 
each constituent provided 
in Attachment 5 of the ISS 
Memo for this Parcel. 
Boxed sample dates on 
table above indicate 
collection of a leaching 
sample. Constituents with 
90+% reduction are 
shaded green. NE ‐ Not 
Evaluated; constituent 
not detected in baseline 
sample or comprises less 
than 1% of total PAHs
. 



In Situ Solidification/Stabilization Results Dashboard, Tent 7‐2 (Leaching Batch 6)
Quanta Resources Corporation Superfund Site, OU1
Data through:

Cement Slag
7‐2 20‐Jan‐20 312 4% 6% 205 1.5E‐07
7‐2 21‐Jan‐20 472 4% 6% 410 2.6E‐07
7‐2 22‐Jan‐20 564 4% 6% 140 2.8E‐07
7‐2 23‐Jan‐20 394 4% 6% 350 4.6E‐07
7‐2 24‐Jan‐20 538 4% 6% 315 4.3E‐07
7‐2 27‐Jan‐20 256 4% 6% 70 5.3E‐07
7‐2 28‐Jan‐20 295 4% 6% 170 2.6E‐07
7‐2 29‐Jan‐20 242 4% 6% 160 2.6E‐07
7‐2 30‐Jan‐20 329 4% 6% 110 2.1E‐07
7‐2 3‐Feb‐20 252 4% 6% 320 2.6E‐07
7‐2 5‐Feb‐20 198 4% 6% 490 1.7E‐07
7‐2 6‐Feb‐20 247 4% 6% 560 4.7E‐07
7‐2 7‐Feb‐20 249 4% 6% 530 1.7E‐07
7‐2 10‐Feb‐20 258 4% 6% 650 2.8E‐07
7‐2 11‐Feb‐20 239 4% 6% 170 2.8E‐07
7‐2 13‐Feb‐20 198 4% 6% 370 4.1E‐07
7‐2 14‐Feb‐20 214 4% 6% 690 1.4E‐07
7‐2 18‐Feb‐20 204 4% 6% 590 2.9E‐07
7‐2 19‐Feb‐20 237 4% 6% 360 2.9E‐07
7‐2 20‐Feb‐20 185 4% 6% 655 3.6E‐07

Total CY Mixed: 5882

Leaching Reduction by Constituent
1 Arsenic 
2 Benzene
3 Toluene
4 Ethylbenzene
5 Total Xylenes
6 Naphthalene
7 Acenaphthene 
8 Acenaphthylene 
9 Anthracene 
10 Benzo(a)anthracene 
11 Benzo(a)pyrene 
12 Benzo(b)fluoranthene 
13 Benzo(g,h,i)perylene 
14 Benzo(k)fluoranthene 
15 Chrysene 
16 Dibenz(a,h)anthracene 
17 Fluoranthene 
18 Fluorene 
19 Indeno(1,2,3‐cd)pyrene 
20 Phenanthrene 
21 Pyrene 

Constituents Passing

Permeability 
(≤1E‐6 cm/s)

UCS 
(≥40 psi)
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Note: Mixed areas awaiting EPA inspection indicated with blue 
shading. Green cells are mixed and have been inspected. 

Held Sample, See Tent 7‐
1 Dashboard for Batch 6 

Results
Tent 7‐2



In Situ Solidification/Stabilization Results Dashboard, Tent 7‐3 (Leaching Batch 6)
Quanta Resources Corporation Superfund Site, OU1
Data through:

Cement Slag
7‐3 23‐Jul‐20 182 2% 6% 155 1.1E‐07
7‐3 28‐Jul‐20 183 2% 6% 160 5.8E‐08
7‐3 29‐Jul‐20 236 2% 6% 215 8.2E‐08
7‐3 30‐Jul‐20 180 2% 6% 410 1.3E‐07
7‐3 31‐Jul‐20 253 2% 6% 630 1.5E‐07
7‐3 3‐Aug‐20 225 2% 6% 335 3.2E‐07
7‐3 5‐Aug‐20 221 2% 6% 345 1.6E‐07
7‐3 6‐Aug‐20 341 2% 6% 505 1.1E‐07
7‐3 7‐Aug‐20 429 2% 6% 570 1.9E‐07
7‐3 8‐Aug‐20 204 2% 6% 435 1.3E‐07
7‐3 10‐Aug‐20 417 2% 6% 455 1.3E‐07
7‐3 11‐Aug‐20 534 2% 6% 405 1.6E‐07
7‐3 12‐Aug‐20 171 2% 6% 365 1.2E‐07

Total CY Mixed: 3575

Leaching Reduction by Constituent
1 Arsenic 
2 Benzene
3 Toluene
4 Ethylbenzene
5 Total Xylenes
6 Naphthalene
7 Acenaphthene 
8 Acenaphthylene 
9 Anthracene 
10 Benzo(a)anthracene 
11 Benzo(a)pyrene 
12 Benzo(b)fluoranthene 
13 Benzo(g,h,i)perylene 
14 Benzo(k)fluoranthene 
15 Chrysene 
16 Dibenz(a,h)anthracene 
17 Fluoranthene 
18 Fluorene 
19 Indeno(1,2,3‐cd)pyrene 
20 Phenanthrene 
21 Pyrene 

Constituents Passing

12/2/2020
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Note: Mixed areas awaiting EPA 
inspection indicated with blue 
shading. Green cells are mixed 
and have been inspected. 



In Situ Solidification/Stabilization Results Dashboard, NT‐61 (Leaching Batch 7)
Quanta Resources Corporation Superfund Site, OU1
Data through:

Cement Slag
NT‐61 10‐Sep‐19 237 4% 6% 470 3.8E‐07
NT‐61 12‐Sep‐19 247 4% 6% 460 4.8E‐07
NT‐61 13‐Sep‐19 220 4% 6% 425 2.2E‐07
NT‐61 17‐Sep‐19 292 4% 6% 345 1.4E‐07
NT‐61 18‐Sep‐19 266 4% 6% 605 3.0E‐07
NT‐61 19‐Sep‐19 354 4% 6% 285 2.0E‐07
NT‐61 20‐Sep‐19 239 4% 6% 335 2.0E‐07
NT‐61 23‐Sep‐19 244 4% 6% 335 2.4E‐07
NT‐61 24‐Sep‐19 221 4% 6% 490 2.8E‐07
NT‐61 25‐Sep‐19 226 4% 6% 690 3.9E‐07
NT‐61 10‐Oct‐19 225 4% 6% 235 9.2E‐07
NT‐61 11‐Oct‐19 210 4% 6% 125 4.8E‐07
NT‐61 15‐Oct‐19 172 4% 6% 90 7.0E‐07
NT‐61 16‐Oct‐19 118 4% 6% 75 8.7E‐07

Total CY Mixed: 3271

Site Constituent
1 Arsenic 
2 Benzene
3 Toluene
4 Ethylbenzene
5 Total Xylenes
6 Naphthalene
7 Acenaphthene 
8 Acenaphthylene 
9 Anthracene 
10 Benzo(a)anthracene 
11 Benzo(a)pyrene 
12 Benzo(b)fluoranthene 
13 Benzo(g,h,i)perylene 
14 Benzo(k)fluoranthene 
15 Chrysene 
16 Dibenz(a,h)anthracene 
17 Fluoranthene 
18 Fluorene  Low baseline; no reduction
19 Indeno(1,2,3‐cd)pyrene 
20 Phenanthrene  Low baseline; no reduction
21 Pyrene  Low baseline; no reduction

Constituents Passing

NE; not detected
NE; not detected
NE; not detected

0%

NE; not detected
NE; not detected
NE; not detected
NE; not detected
NE; not detected
NE; not detected

NE; not detected
0%
0%

1 of 4

NE; not detected
NE; not detected

NE; not detected

Permeability 
(≤1E‐6 cm/s)

Leaching Reduction by Constituent
13‐Sep‐19

UCS 
(≥40 psi)

100%
NE; not detected
NE; not detected
NE; not detected
NE; not detected
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Note: Mixed areas awaiting EPA inspection indicated with blue 
shading. Green cells are mixed and have been inspected. 

Non‐Tent 
Area 61

Leaching calculations for each constituent provided in the ISS Memo for this Parcel. Boxed sample dates on table 
above indicate collection of a leaching sample. Constituents with 90+% reduction are shaded green. NE ‐ Not 
Evaluated; constituent not detected in baseline sample or <1% of tPAH. 



In Situ Solidification/Stabilization Results Dashboard, NT‐62/63 (Leaching Batch 7)
Quanta Resources Corporation Superfund Site, OU1
Data through:

Cement Slag
NT‐62 7‐Jan‐20 236 4% 6% 180 2.1E‐07
NT‐62 8‐Jan‐20 188 4% 6% 360 1.8E‐07
NT‐62 9‐Jan‐20 142 4% 6% 155 7.4E‐07
NT‐62 24‐Jan‐20 271 4% 6% 205 5.5E‐07
NT‐62 29‐Jan‐20 206 4% 6% 110 9.7E‐07
NT‐62 30‐Jan‐20 195 4% 6% 185 5.9E‐07
NT‐62 31‐Jan‐20 180 4% 6% 185 9.3E‐07
NT‐62 3‐Feb‐20 235 4% 6% 320 2.6E‐07
NT‐62 4‐Feb‐20 170 4% 6% 400 2.8E‐07
NT‐63 1‐Apr‐20 225 4% 6% 380 2.9E‐07
NT‐63 2‐Apr‐20 187 4% 6% 235 2.8E‐07
NT‐63 3‐Apr‐20 253 4% 6% 85 2.3E‐07
NT‐63 6‐Apr‐20 333 4% 6% 265 2.2E‐07
NT‐63 17‐Apr‐20 319 4% 6% 400 2.5E‐07
NT‐63 18‐Apr‐20 230 4% 6% 310 2.6E‐07
NT‐63 20‐Apr‐20 222 4% 6% 385 1.9E‐07
NT‐63 30‐Apr‐20 90 4% 6% 135 1.6E‐07
NT‐63 1‐May‐20 296 4% 6% 535 1.8E‐07
NT‐63 4‐May‐20 189 4% 6% 635 1.6E‐07
NT‐63 5‐May‐20 374 4% 6% 330 2.8E‐07

Total CY Mixed: 4541

Leaching Reduction by Constituent
Site Constituent Site Constituent

1 Arsenic  12 Benzo(b)fluoranthene  NE; <1% tPAH
2 Benzene 13 Benzo(g,h,i)perylene  NE; <1% tPAH
3 Toluene 14 Benzo(k)fluoranthene  NE; <1% tPAH
4 Ethylbenzene 15 Chrysene  NE; <1% tPAH
5 Total Xylenes 16 Dibenz(a,h)anthracene  NE; not detected
6 Naphthalene 17 Fluoranthene  87%
7 Acenaphthene  18 Fluorene  93%
8 Acenaphthylene  19 Indeno(1,2,3‐cd)pyrene  NE; <1% tPAH
9 Anthracene  20 Phenanthrene  88%
10 Benzo(a)anthracene  21 Pyrene  NE; <1% tPAH
11 Benzo(a)pyrene 

Constituents Passing 8 of 10
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In Situ Solidification/Stabilization Results Dashboard, Area 8 (Leaching Batch 8)
Quanta Resources Corporation Superfund Site, OU1
Data through:

Cement Slag
8 14‐Nov‐19 234 2% 6% 305 4.6E‐07
8 15‐Nov‐19 115 2% 6% 355 1.4E‐07
8 18‐Nov‐19 172 2% 6% 265 1.3E‐07
8 19‐Nov‐19 304 2% 6% 255 2.6E‐07
8 20‐Nov‐19 116 2% 6% 670 2.8E‐07
8 21‐Nov‐19 173 2% 6% 845 2.9E‐07
8 22‐Nov‐19 104 2% 6% 320 1.8E‐07
8 25‐Nov‐19 123 2% 6% 370 2.7E‐07
8 26‐Nov‐19 88 2% 6% 365 4.7E‐07
8 7‐Apr‐20 310 4% 6% 135 1.8E‐07
8 10‐Apr‐20 568 2% 6% 40 2.7E‐07
8 23‐Jun‐20 231 2% 6% 345 1.7E‐07
8 24‐Jun‐20 211 2% 6% 390 2.3E‐07
8 26‐Jun‐20 226 2% 6% 470 2.0E‐07
8 29‐Jun‐20 129 2% 6% 395 1.2E‐07
8 1‐Jul‐20 221 2% 6% 650 2.4E‐07

Total CY Mixed: 3324

Site Constituent
1 Arsenic 
2 Benzene
3 Toluene
4 Ethylbenzene
5 Total Xylenes
6 Naphthalene
7 Acenaphthene 
8 Acenaphthylene  <1% tPAH
9 Anthracene  <1% tPAH
10 Benzo(a)anthracene  <1% tPAH
11 Benzo(a)pyrene  Not detected
12 Benzo(b)fluoranthene  Not detected
13 Benzo(g,h,i)perylene  Not detected
14 Benzo(k)fluoranthene  Not detected
15 Chrysene  <1% tPAH
16 Dibenz(a,h)anthracene  Not detected
17 Fluoranthene  <1% tPAH
18 Fluorene  <1% tPAH
19 Indeno(1,2,3‐cd)pyrene  Not detected
20 Phenanthrene  <1% tPAH
21 Pyrene  <1% tPAH

Constituents Passing

NE
NE

7 of 7
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NE

93.38%

Permeability 
(≤1E‐6 cm/s)

Leaching Reduction by Constituent
25‐Nov‐19
97.19%

UCS 
(≥40 psi)

98.63%
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95.71%
95.57%
95.94%
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